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Part Number － ℓ － L
EGBHZ16 － 20
EGBZS16 － 20
EGBPK16 － 15
EGBNZ16 － 20
EGBZ20 － 33
EGBSK20 － 33

R  SUJ2                           Q 58HRC〜 
Special solid lubricant 
MoS2 (Embedded)

R Grade-4 high strength brass
 (CAC304)
 (OldJIS・HBSC4)
 Special solid lubricant (Embedded)

R Grade-4 high strength brass
 (CAC304)
 (OldJIS・HBSC4)
 Special solid lubricant (Embedded)

R Special high strength copper (CAC304)
 Special solid lubricant Graphite (embedded)
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EGBHZ (Long S dimension・oil-free type)

●Usable temperature range for the special solid lubricant: 80°C or less＊

●Usable temperature range for the special solid lubricant: 150°C or less＊

●Usable temperature range for the special solid lubricant: 250°C or less＊
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EGBZS (Copper alloy・oil-free type)
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EGBPK (High temperature use・Copper alloy・oil-free type)
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20 48 45 35 20 25  
20 55 52 0
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40 20 25 30  

20 65 62 50 25 30  

S H Dh6
Part Number ℓ U/Price

Type d 1〜9
10 25 22

0
－0.013

EGBZS

13 10 13 15  

10 28 25 16 13 15  
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10 33 30 20 13 15  
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10 38 35 0
－0.016

25   15  
20 25  

15 43 40 30    15 20 25  
20 48 45 35 20 25  
20 55 52 0

－0.019
40 20 25 30  

20 65 62 50 25 30  
●EGBZS (Oil-free type)…

Special solid lubricant embedded eliminates the need for lubrication. (Applying initial 
running-in oil prior to use can enhance the product's durability furthermore.)
Please note that oil oozes out from the solid lubricant at about 80°C.

S H Dh6
Part Number ℓ U/Price

Type d 1〜9
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0
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13 13 15  
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10 33 30 20 13 15  
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●For features of EGBPK (high temperature use/copper alloy type), refer to P.921

Example of EGBHZ・EGBZS・EGBPK usage Example of EGBNZ・EGBZ・EGBSK usage
・  To use in commercial mold base, there are two ways-whether to make the counterbore 

on the upper or lower plate. In contrast to the short guide type EGBH (P.968) ejector 
leader bushings, EGBN (P.968) and EGBNZ/EGBZ/EGBSK provide a longer leading distance 
regardless of which plate the counterbore is based.

Upper plate

Lower plate

Lower plate

Lower plate base Upper plate base

Upper plate

R  SUJ2 
Special solid lubricant 
MoS2 (Embedded)

Q 58HRC〜

●�Usable temperature range for the special 
solid lubricant: 80°C or less＊

●Usable temperature range for the special solid lubricant: 150°C or less＊

●Usable temperature range for the special solid lubricant: 250°C or less＊

V D tolerance has been changed to －0.1
－0.2.

EGBNZ (Long S dimension・oil-free type)
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EGBZ (Long S dimension・Copper alloy・oil-free type)
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EGBSK (High temperature use/Long S dimension/Copper alloy・oil-free type)
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● EGBZ (Oil-free type)…

Special solid lubricant embedded eliminates the need for lubrication. (Applying 
initial running-in oil prior to use can enhance the product's durability furthermore.)
Please note that oil oozes out from the solid lubricant at about 80°C.
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● For features of EGBSK (high temperature use/copper alloy type), refer to P.922

■Order・Delivery・Quantity discount・Example X Left page

OIL-FREE EJECTOR LEADER BUSHINGS OIL-FREE EJECTOR LEADER BUSHINGS
－LONG S DIMENSION TYPE－

R Special high strength copper (CAC304)
 Special solid lubricant Graphite (embedded)
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V Non JIS material definition is listed on P.1351 - 1352


