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MISFEED SENSOR UNITS
－CONTACT TYPE－

BRACKETS FOR SENSORS

  

～ SS400 

 4 pcs. of CB5－20 

 �For SNB－D, 2 pcs. of CB5－20 are 

attached.

～ SPCC 

 Bright chromate 

 4 pcs. of CB5－20 

 �For SNBA－D, 2 pcs. of CB5－20 are 

attached.

Catalog No. ① ②

SNB ○ ○
SNB－D ○

Catalog No. ① ②

SNBA ○ ○

SNBA－D ○

Order
Catalog No.

SNB

Days to Ship

Price Catalog No.
Base unit price Volume discount unit price

1～4 sets 5～9 10～19 20～50

SNB

SNB－D

SNBA

SNBA－D

Example

 OKJS

① ～ PF （phenol resin） 
② ～ S45C 
    Black oxide （Fe3O4） 
③ ～ SWP－A 
④ ～ SPCC 
    M8 nut 

 �Bolts （M10） for mounting the unit are not included.

Spring load （kgf）＝ Spring constant （kgf/mm） × 
Deflection F （mm）

            {N}＝kgf×9.80665

③Spring
kgf/mm d F 

max.
kgf 

max.Type D－L
WF 13－40 0.05 1.0 18 0.9
WL 13－40 0.1 1.1 16 1.6

WM 13－40 0.3 1.4 14 4.2

Catalog No.
③Spring

Base unit price Volume discount unit price
Type D 1～4 pieces 5～9 10～19 20～50

OKJS
16 WF 

WL 
WM
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Catalog No. － ③Spring

OKJS 16 － WL

Days to Ship
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●Current flows through the workpiece, causing the 
sensor to turn ON when it contacts the workpiece.

●When the workpiece is cut, the sensor turns OFF.

Upper die

Workpiece

Lower die

Use these brackets for mounting sensors RS833H （made by 
RIKEN KEIKI Co.,LTD.） or PH114 （made by KEYENCE Co.）.


