HOLDING PLATES FOR PIN

**CORE PIN HOLD SCREW PLUGS / POSITIONING SCREW PLUGS**

**Core Pin Hold Screw Plugs**

- **MSWPN (Fine thread type)**
- **MSWG (Coarse thread type)**
- **MSWGP (Fine thread type)**
- **Core Pin Hold Screw Plugs**

**Order**

- Part Number: MSWPN
- D: M12
- B: 1.5
- L: 12
- U/Price: 12

**Positioning Screw Plugs**

- **MSWG**
- **MSWGP**

**Order**

- Part Number: MSWGP
- D: M12
- B: 1.5
- L: 12
- U/Price: 12

**Additional Information**

- Screw part: Class 6 JIS B0205
- Screw part: Class 2 JIS B0205-6g

**Non-JIS material definition is listed on P.1351 - 1352**

**Pin head dia. (reference value)**

<table>
<thead>
<tr>
<th>Pin head dia.</th>
<th>Applicable bolt size</th>
<th>a</th>
<th>d1</th>
<th>d2</th>
<th>E</th>
<th>T</th>
<th>Part Number</th>
<th>U/Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>ø 5 or less</td>
<td>M4</td>
<td>12</td>
<td>5</td>
<td>8</td>
<td>5.5</td>
<td>8</td>
<td>CPHP</td>
<td>20</td>
</tr>
<tr>
<td>ø 9 or less</td>
<td>M6</td>
<td>16</td>
<td>6</td>
<td>7</td>
<td>7</td>
<td>7</td>
<td>CPHP</td>
<td>25</td>
</tr>
<tr>
<td>ø 11 or less</td>
<td>M12</td>
<td>20</td>
<td>10</td>
<td>10</td>
<td>10</td>
<td>10</td>
<td>CPHP</td>
<td>30</td>
</tr>
<tr>
<td>ø 15 or less</td>
<td>M16</td>
<td>24</td>
<td>14</td>
<td>14</td>
<td>14</td>
<td>14</td>
<td>CPHP</td>
<td>34</td>
</tr>
<tr>
<td>ø 20 or less</td>
<td>M20</td>
<td>30</td>
<td>18</td>
<td>18</td>
<td>18</td>
<td>18</td>
<td>CPHP</td>
<td>40</td>
</tr>
</tbody>
</table>

**Application**

- Can also be used as a backup plate for runner lock pins.

**Note**

- The screw plug has high-precision length, making it suitable for applications that require accuracy in depth. As shown in the drawing, it can be used as an extra set plug that enables automatic center adjustment of the center pin.